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Stilson Neoprene Cushion Conveyor Rolls

Standard Stilson Rollers are avail-
able in a wide variety of designs,
styles and sizes. They are
designed to handle all types of
products and materials with posi-
tive protection.

If your product is fragile or pro-

ings and a stud; or shaft mounted.
Two types of roller surfaces are
also offered: solid or our patented
finned style. The finned type roller
is self-cleaning and will normally
give longer service life in applica-
tions where loading of lubricants

Assembly Details - (Stud Mount)

Truarc
Locking Self-Cleaning Fins

Rings Molded
Neoprene Roll

Spacer
213
Self-Locking
Nut
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Frame

Y2-13 x 2% Alloy
Steel Socket Cap
Screw-Stud

Assembly includes spacer, bearings,
locknut and stud

Ball Bearings

Resistant to
ozone, alcohol,
diester lubes

tion, hardness
Resistant to
oxygen, ozone

Resistant to
aging, ozone,
oil

duced with a delicate finish, or other industrial compounds Assembly Details - (Shaft Mount)
Stilson Rollers provide perfect tends to build up on roll surfaces. Molded
conveyor protection. Common For applications requiring sub- H } } { { { it
uses for Stilson Rollers include stantial cushioning, specify a 35 SRREER Rollp e
rollers, belt idlers, die lifters and durometer roll. The harder 60 T
cushion shocks. _ durometer roll will provide suffi- L6
Rollers are available in two cient cushioning for most other
mounting styles: with ball bear- applications. e
Set Screw N
1111111
Common Name | Neoprene Butyl Buna N Polyurethane Silicone Hypalon
Chemical Name | Chloroprene Isobutylene Nitrile Polyurethane Polysiloxane Chlorosulfonated
Isoprene Butadiene Diisocyanate Polyethylene
Advantages Resistant to Outstanding gas | Good physicals | Highest avail- Broadest avail- | Outstanding
weather, impermeability | Resistant to able abrasion | able temp. resistance to
0zone, gaso- Good damping gasoline, oil, resistance, range ozone, weather,
line, oil, ele- at normal temp. | alcohol, strength and Retain proper- | abrasion
vated temp. Resists aging abrasion load bearing ties over temp. | Flame resistant
Flame resistant | at high temp. High elonga- range Color stability

F: 586.778.4660

Disadvantages | Affected by Affected by Affected by Affected by Low physical Affected by
aromatic gasoline, oil degreaser acid, alkalis, properties at degreaser
hydrocarbons, | degreaser solvents aromatics, room temp. solvents
phosphate, solvents Good physicals | ethers, esters Affected by
hydraulic Low resilience require Good perform- | gasolineg, oil
fluids Medium physi- reinforcement | ance only degreaser

cal properties with high solvents
Mediocre hardness
bonding

Maximum Intermittent Intermittent Intermittent Intermittent Intermittent Intermittent

Operating 250° 250° 225° 250° 500° 400°

Temperature Continuous Continuous Continuous Continuous Continuous Continuous
200° 200° 175° 200° 400° 300°
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Stilson Conveyor Rolls

CR 02

Number | Diameter | Width | Sis | Basing Stilson Neoprene
e Tt | Sponge Cushion Roll -
CR-8000 g 2" 172" 1 Stud M0unt

Durometer 15-20

u a
it || wons | G o] 2 | s Stilson Solid Neoprene
CR-1215-35 11/2° 11/4" 5/16" 2 35 i N
CR-1215-60 11/2" 11/4" | 518" 2 60 CUSh'On RO“
CR-5025-2 2" ol 1/2" 1 60 StUd Mount
CR-5025 2 1/2" o 1/2" 1 60 3
CRA75430 T > v ; = Stud mount rolis are available (3) different ways:
CR-1754-60 yr = 1/ - 50 : Co:;n;;lem (roll, spacer, bearings, lock nut
CR-5020-35 e 2" /2 1 35 AneS ‘ud) =
CRE020-60 pr o e 5 B 2. Roll with bearings anf! retainerrings only
CR-6020-35 & > 12 r a5 3. Roll bonded to metal insertonly
CR-6020-60 & > P P 0 Please specify — each way is priced differently
per quantity.
===
1 ] -
N::lrt:er Dg?rllleetrer ?vc:‘l;'er: gt!:g B:a?'i!:'\g Durometer Stllson (patented) Flnned
CR-2500-2G 2° o5 1/2° 1 a5 i <
CR-2500-906 21/2" 1" 1/2" 1 35 Neoprene CUShlon RO“
CR-2500 21/2" 2! 1/2" 1 35 : Stud Mount
CR-1667 4" 2" 1/2" 1 35
CR-6020-F 6" 2 1/2" 1 35
CR-7020-F 7 ] 1/2" 1 60
L3 ]
lena-lll;ter Dg?rialeetrer ?V?:iltei: L:r:lgbth Ho?eugia. rSlc‘:’r-esvfé Durometer St“son SOlld Neoprene
CR-1125 2 1/2" 11/8" - 1/2" -+ 60 H .
CR-5025EX100 21/ 2 1/2" 1" 2 60 CUShlon RO"
CR-1754-35EX100 4 2 I T 2 35 Shaft Mount
CR-1754-60EX100 4 P 1/2" 1 2 60
CR-1754-35EX125 4 2 1/2" 11/4" 2 35
CR-1754-60EX125 4 2" 1/2" 1 1/4" 2 60
CR-5020-35EX100 5 bE 1/2" 1 2 35
CR-5020-60EX100 5 2" 1/2" 1 2 60
CR-5020-35EX125 5" Pl 1/2" 11/4" 2 35
CR-5020-60EX125 5" o 172 1.1/4" 2 80
CR-5020-35EX1437 5" ol 1/2" 17/16" 2 35
CR-5020-60EX1437 5" 2" 1/2" 17/16" 2 60
CR-5020-35EX193 5 2 1" 115/186" 1 35
CR-5020-60EX193 5" bl 1 115/16" 1 60
CR-5520-60EX100 51/2" o 172" > 2 60
CR-5520-60EX125 5 1/2" g 1/2" 11/4" 2 60
CR-5520-60EX1437 5 1/2° 2" 1/2" 17/16" 2 60
CR-6540-60EX100 61/2° 4" 3/4" 17 2 60
CR-8194-35EX100 8" 2 1/2" 1 2 35
CRS1seoExi0 | & | e [ e | v ? G0 ALL SHAFT MOUNT ROLLS
CR-8194-35EX125 8" 2 172" 114" 2 35
CR-8194-60EX125 8 2" 172" 114" 2 60 GE(E)NAVRME&JBE%ETIN METRIC
rt Hul K i (p ed) H
Nu.?riber DiF;?I!II:irEr \F.‘V(:&l:llfl: Lengbth Ho‘;leull;ia. ggresfst Durometer Stllson atent Flnned
CR-1125-2F 112" 11/8" N 12" = 80 Neoprene Cushion Ro" .
|_CR-1125-F 2 1/2" P - 1/2" - 60
CR-2500EX100 2 1/2" 2 /2" 1" 2 35 Shaft Mount
CR-2500EX125 21" 2" 1/2" 11/ 2 35
CR-1667EX100 4 2" 1/2" 1" 2 35
CR-1667EX125 4" 2 1/2" 11/4" 2 35
CR-5020-FEX100 5" 2" 1/2" e 2 35
CR-5020-FEX 125 5" 2 1/2" 11/4" 2 35
| CR-5020-FEX175 5 2" 1/2" 17/18" 2 35
CR-5520EX193F 5 1/2" 2 1 115/16" 1 35
CR-5520EX400F 51/2" 27 1" 4 1 35
CR-6020-FEX175 6" o 1/2" 1 3/4" 2 35
CR-7020-FEX-175 7* o 1/2" 1 3/4" 2 80
CR-8194-FEX-100 8" 2 1/2" 1 2 35
CR-8194-FEX-125 8 2" 1/2" 1 1/4" 2 35
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Stilson One-Way Clutch Bearing Rolls

Exclusive one-way clutch bearing
design keeps rolls from rolling
backwards. When a conveyor or
feed device stops, so do the rolls.

Assembly Details

Bunting Bronze Bearing

Stilson Roller

Stilson Retaining Rings

Stripper Bolt

Materials being handled or fed Snepring i
won'’t slide backwards or out of =
position. Available in neoprene, === T
urethane, natural rubber or

sponge. Support Washer ——

When ordering, specify right or
left rotation and sponge, solid or
finned. All cushion roll stud sizes
are 2"-13.

Clutch Bearing

/

Stilson One-Way Sponge Rolls

Part Roller Roller | Body
Number Diameter | Width | Size Durometer
OW-1325 212" 2" 625 15-20
OW-1445 4" 2" .625 15-20
OW-8000 8" 2" 625 15-20

Stilson One-Way Solid Rolls

Part Roller Roller | Body
Number Diameter | Width | Size Durometer
OW-5025-2 2" 2" .625 60
OW-5025 212" 2" 625 60
OW-1754-35 4" 27 625 35
OW-1754-60 4" 2" 625 60
OW-5020-35 5 27 .625 35
OW-5020-60 S 2" .625 60
OW-6020-35 6" 27 .625 35
OW-6020-60 6" 2" .625 60

Stilson One-Way Finned (patented) Rolls

Part Roller Roller | Body
Number Diameter | Width | Size Durometer
OW-2500-2G 2¢ 2v .625 35
OW-2500-906 21/2" " 625 35
OW-2500 21/2" 2" 625 35
OW-1667 4" 2 625 35
OW-6020-F h" 27 625 35
OW-7020-F Vi 20 625 35
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Stilson Neoprene Split-Rolls’ (patented)

Stilson Split-Rolls eliminate con-
veyor shaft pulling and extensive
downtime.

Split-Rolls are available as

solid or patented finned style, in
34 durometer and 60 durometer
cushioning. Using Split-Rolls on
conveyor lines, damaged or worn
rolls are easily replaced without
pulling shafts. Two hex screws
are loosened to split the roll for
replacement.

Stilson Split-Rolls, Solid Shaft Mounted

Part Roller Roller
Number Diameter | Width Durometer
SR-1754-35 4" 2" 35
SR-1754-60 4" 2" 60
SR-5020-35 5" 2" 35
SR-5020-60 5" 2" 60
SR-5520-60 51/2" o8 60
SR-6540-35 612" 4" 35
SR-6540-60 61/2" 4" 60
SR-8194-35 8" 2" 35
SR-8194-60 8" 27 60

Stilson Split-Rolls, Finned Shaft Mounted

Part Roller Roller
Number Diameter | Width Durometer
SR-1667 4" 2" 35
SR-5020 5" 2" 35
SR-5520 512" 2" 35
SR-6020 6" 21 35
SR-7020 7" 2" 35
SR-8194 8" 2" 35

Stilson F-Bumper

F-Bumpers have straight or angled

(molded at 15°) fins. The rugged
35 durometer urethane fins are
bonded to a steel core. Bumper
assembly comes in 24 inch
lengths. Special order right angle
mounting brackets.

3.00

Optional right angle
mounting brackets are
available to make in-

stallation more flexible.

>

Available with elongated
slots or mounting holes.
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